Dust Collector

DL-950B
DL-1280B
DL-2280B
DL-4080B
Advantage:

Turbo Cyclone technology:

- Overheating and overload protection.
- Manual dust hanging rod vibration
- Standard Silencer
- Standard Relief Valve
- Standard Pressure Gauge
- 500 hours of continuous non-stop work.

Three filtration system.

1. Nonwoven fabric filtration, filterable 0.3-0.5 microns.
2. HEPA filter, filterable 0.28 microns, up to 99.993%.
3. Efficient exhaust air filtration with noise reduction.
Partial Picture:

Round brush connected with sub connector.

Filters, dust containment and barrel installation demonstration.

Round brush connected with sub connector.

Waterproof switch

<table>
<thead>
<tr>
<th>Main technical parameters</th>
<th>DL-950B</th>
<th>DL-1280B</th>
<th>DL-2280B</th>
<th>DL-4080B</th>
</tr>
</thead>
<tbody>
<tr>
<td>Power</td>
<td>0.95 Kw</td>
<td>1.2Kw</td>
<td>2.2Kw</td>
<td>4.0Kw</td>
</tr>
<tr>
<td>Barrel capacity</td>
<td>50L</td>
<td>80L</td>
<td>80L</td>
<td>80L</td>
</tr>
<tr>
<td>Power cord length</td>
<td>8M</td>
<td>8M</td>
<td>8M</td>
<td>8M</td>
</tr>
<tr>
<td>Fan</td>
<td>198m³/h</td>
<td>210m³/h</td>
<td>265m³/h</td>
<td>318m³/h</td>
</tr>
<tr>
<td>Vacuum pressure</td>
<td>15Kpa</td>
<td>16Kpa</td>
<td>22Kpa</td>
<td>29Kpa</td>
</tr>
<tr>
<td>Filter area</td>
<td>3200cm²</td>
<td>19000cm²</td>
<td>1900cm²</td>
<td>1900cm²</td>
</tr>
<tr>
<td>Filter efficiency</td>
<td>99.993%</td>
<td>99.993%</td>
<td>99.993%</td>
<td>99.993%</td>
</tr>
<tr>
<td>Power Supply</td>
<td>220/380V,50/60Hz, Triphase</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
SaintyCo also offer:

Capsule Filling Machine
Softgel Manufacturing Line
Capsule Printer
Capsule Counting Line
Cartoning Systems
Blister Packing Solutions