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Gelatin gel strength systems

JS-2 Gelatin gel strength systems is the latest development

production of our company, which is the requisite

instrument in detecting jelly strength of gelatin. The

instrument design and technical specifications of this tester

reached or surpassed the advanced level of this kind of

instrument in the world.

JS-2

JS-2
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Technical Data JS-2

Test Range 5 ~ 1000g

Test Accuracy +/-0.05% +/-1g

Travel 1 ~ 80mm

Travel Accuracy +/-0.1mm

Temperature Control Range 5 ~ 39.9 ℃

Temperature Control Accuracy +/-0.1 ℃

Cooling Time 30 min

Volume Accuracy +/-0.5mL

Power 110V 60Hz 1200W

Features:

 Jelly strength system uses a MPU to control all operations. It works in the Bloom mode and

the Bloom gram display by LED. The probe suit with English standard.

 It has a high temperature accuracy and an even temperature of the bath liquid.

 The refrigerator applies to a new type of condensed machine, which has a high reliable

performance and a great power, to refrigerate quickly.

 About all components are selected in the imported or high quality ones.

 It can be operated conveniently by using keys. Its measurement results are displayed by

LED.

 Simple and direct constructions have made its outward appearance pleasing to the eyes.

 Slight shock, low noise, none-pollution, a high reliable performance, and a long usage life.

Appliance Standard:

 National standard (Food additive Gelatin) GB6783-94

 American codex/No.22/VSPXX

 Vocation standard (Gelatin for medicine) QB2354-98

 Vocation standard (Industrial gelatin) QB/T1995-94

 Vocation standard (Bone gelatin) QB/T1996-94

 Vocation standard (Photographic gelatin) QB/t1997-94

Consist of:
 JS-2 Jelly Strength Tester

 American codex/No.22/VSPXX

 HW-2 Constant Temperature Bath

 ZL-2 Refrigerator

JS-2
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Bloom Viscosity Tester

ND-1 Bloom viscosity tester is the latest development

production of our company, which is the requisite

instrument in detecting Bloom viscosity of gelatin. The

technical specifications of this tester reached or surpassed

the advanced level of this kind of instrument in the world.

ND Series

ND-1

ND-2
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Specification ND-1 ND-2

Test Range 0 ~ 9.99mPa.s 0 ~ 99.99mPa.s

Test Accuracy 0.05mPa.s

Temperature Control 60.0 ℃

Temperature Control Accuracy +/-0.1 ℃

Volume 100mL

Volume Accuracy +/-0.5mL

Recital Distance 152 +/-2mm

Power 110V 60Hz 600W

Dimension 400 * 300 * 450mm3

Weight 5KG (11 lbs)

Features:

 Viscosity tester used a MPU to control all operations. It worked in the Bloom mode and the

viscosity data display by LED.

 It has high temperature accuracy and an even temperature of the bath liquid.

 Automatically calculated the time and viscosity by using capillary and precise transducer.

 About all components are selected in the imported or high quality ones.

 It can be operated conveniently by using keys. Its measurement result displayed by LED.

 Simple and direct constructions have made its outward appearance pleasing to the eyes.

 Slight shock, low noise, none-pollution, a high reliable performance, a high reliable

performance, and a long usage life.

Appliance Standard:

 National standard (Food additive Gelatin) GB6783-94

 American codex/No.22/VSPXX

 Vocation standard (Gelatin for medicine) QB2354-98

 Vocation standard (Industrial gelatin) QB/T1995-94

 Vocation standard (Bone gelatin) QB/T1996-94

 Vocation standard (Photographic gelatin) QB/t1997-94

ND Series
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Fast Moisture Tester

SF-1 Fast moisture tester is the latest development

production of our company, which is the requisite

instrument in detecting moisture of gelatin. The machine

design and its main technical specifications have reached or

surpassed the advanced level of this kind of instrument in

the world.

SF-1 fast moisture tester is a requisite instrument to the

medicine manufacturer in detecting the moisture of the

tablet, pill and pellet, powder, softgels, gelatin and other

liquid materials.

SF-1

SF-1
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Technical Data SF-1

Tested Moisture Range 0 ~ 99.9%

Moisture Testing Accuracy +/-0.5%

Drying Temperature 105 ℃

Temperature Accuracy +/-2 ℃

Weight Testing Range 0 ~ 19.99g

Weight Testing Accuracy +/-0.05g

Sample Weight 4 ~ 6g

Testing Time 10 ~ 30 min

Infrared Lamp 110V 250W

Power 110V 60Hz 300W

Dimension 360× 240 × 420 mm

Weight 8kg

Features:

 Fast moisture tester used a MPU to control all operations. It dries the sample by infrared

lamp, weighs it precisely and automatically calculates the moisture of the sample.

 About all components are selected in the imported or high quality ones.

 It can be operated conveniently by using keys. Its measurement results are displayed by

LED.

 Simple and direct constructions have made its outward appearance pleasing to the eyes.

 Slight static, low noise, none-pollution, a high reliable performance, and a long usage life.

 Conformance to cGMP standard and USP Specifications & Codes.

Compliance Standard:
 National standard (Food additive Gelatin) GB6783-94

 Vocation standard (Gelatin for medicine) QB2354-98

SF-1
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Transparency Tester

TM-1 Transparency tester is the latest development

production of our company, which is the requisite

instrument in detecting transparency of gelatin. Identified

by the national quality superintendent department, the

technical specifications of this tester reached or surpassed

the advanced level of this kind of instrument in the world.

TM-1

TM-1
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Technical Data TM-1

Test Range 20 ~ 500mm

Test Accuracy +/-5mm

Volume 400mL

Power 110V 60Hz 80W

Dimension 360×240×120mm

Weight 3KG

TM-1

Features:

 All operations are controlled by MPU. The tester has a high reliable performance and its

measurement result has a high accuracy.

 Automatically calculates the transparency by using a standard test tube and precise

photoelectric transducers.

 About all components are selected in the imported or high quality ones.

 It can be operated conveniently by using keys. Its measurement results are displayed by

LED.

 Simple and direct constructions have made its outward appearance pleasing to the eyes.

Appliance Standard:

 National standard (Food additive Gelatin) GB6783-94

 Vocation standard (Gelatin for medicine) QB2354-98
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HD-3

Handhold thickness

HD Handhold thickness is the latest development

production of our company, which is the requisite

instrument in detecting thickness of tablet and capsule. Its

design and technical specifications of this tester reached or

surpassed the advanced level of this kind of instrument in

the world.

HD Series

HD-1

HD-4

HD-2
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Technical Data HD-1 HD-2 HD-3 HD-4

Test Range 0 ~ 5 mm 0 ~ 30 mm 0 ~ 5 mm 0 ~ 30 mm

Test Accuracy +/-0.01mm

Type of Capsule 00, 0, 1, 2, 3, 4,5 type capsule

Range of Test

Tablet
N/A 0 ~ 30 mm N/A 0 ~ 30 mm

Dimension 200 x 80 x 50 mm3 160 x 55 x 40 mm3

Weight 0.9KG 0.3KG

Features:

HD-1 Table Model Capsule Thickness Tester:

 HD-1table model capsule thickness tester used for measurement of peak thickness and

thickness of capsules.

 It has a high accuracy test with the best precise dial indicator.

 Simple and direct constructions have made its outward appearance pleasing to the eyes.

HD-2 Table Model Combination Thickness Tester:

 HD-2 table model combination thickness tester used for measurement of peak thickness

and thickness of capsules or thickness & diameter of tablets and pills.

 It has high accuracy test with the best precise dial indicator.

 Simple and direct constructions have made its outward appearance pleasing to the eyes.

HD-3 Handhold Capsule Thickness Tester:

 HD-3 handhold capsule thickness tester used for measurement of peak thickness and

thickness of capsules.

 It has high accuracy test with the best precise dial indicator.

 Simple and direct constructions have made its outward appearance pleasing to the eyes.

HD-4 Handhold Combination Thickness Tester:

 HD-4 handhold combination thickness tester used for measurement of peak thickness and

thickness of capsules or thickness & diameter of tablet and pill.

 It has high accuracy test with the most precise dial indicator.

 Simple and direct constructions have made its outward appearance pleasing to the eyes.

HD Series
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CS-2

CS-3

Tablet Friability Tester

CS-1/2/3 Series Tablet Friability Tester Series are the latest

development and production of our company, which is the

requisite instrument in detecting the friability and abrasion

of tablets. The design and technical specifications of this

tester reached or surpassed the advanced level of its kind

of instrument in the world. All our lab instruments are

manufactured in conformance to USP Specifications and

Codes.

CS Series

CS-1
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Technical Data CS-1 CS-2 CS-3

Cylinder Radius Φ286 mm

Cylinder Depth 39 mm

Tablet Fall Height 156 mm

Rotation Count 10 ~ 900 100 10 ~ 900

Rotation Speed 20 ~ 90 RPM 25 RPM

Speed Regulator Accuracy +/- RPM

Continuous Work > 24 hours

Power 110V 60Hz 40W or as required

Dimension 370 x 310 x 340 mm

Weight 14kg 10 kg

CS Series

Features:

 Tablet friability series uses a MPU to control all operations. It has high accuracy speed and

revolutions.

 About all components are selected in the imported or high quality ones.

 It can be operated conveniently by using keys. Its measurement results are displayed by

LED.

 Each unit is carefully crafted to ensure highest quality workmanship and performance prior

to reach our end-users.
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BJ-2

BJ-3

Disintegration Tester

Model BJ-1/2/3 Series Disintegration Tester are the latest

development and production of our company, which is the

requisite instrument in detecting disintegration of solid

dosage products. The design and technical specs of these

testers reached or surpassed the advanced level of this kind

of instrument in the world. All our lab instruments are

engineered and built in according to USP Specifications.

BJ Series

BJ-1
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Technical Data BJ-1 BJ-2 BJ-3

Nacelles 1 2 3

Nacelle glass tubes 6

Vol. of Burning Cup 1000 ml

Nacelle back & forth frequency 29 ~ 32 /min

Nacelle back & forth range 55 -1 mm

Temp.Range Ambient to +45℃

Automatic Temp. Accuracy -0.5 ℃

Power of the Heater 500W

Continuous Work > 24 hours

Power 110V, 60Hz, 1-Ph, 600W or as required

Dimension (L x W x H) 260 x 300x 420 mm 400x 300x 420 mm
560x 300x 420

mm

Weight 11kg 16kg 22kg

BJ Series

Features:

 Disintegration series used a MPU to control all operations. The bath liquid can achieve an

even temperature.

 Each test station is driven independently. It stops running at the end of a test..

 All components are selected of high quality brands.

 It can be operated conveniently by using keys. Its measurement results are displayed by

LED.

 High quality designed and ruggedly built to meet the USP Codes.
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YD-3

Tablet Hardness Tester

Model YD-1/2/3 Series Tablet Hardness Testers are our

latest development and production of our company, which

is the requisite instrument in detecting tablet hardness. The

design and technical specifications of this tester reached or

surpassed the advanced level of this kind of instrument. All

our lab instruments are manufactured in conformance to

USP Specifications and Codes.

YD Series

YD-1

YD-2
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YD Series

Features:

YD-1 Manual Tablet Hardness Tester：

 YD-1 Tablet Hardness Tester uses a MPU to control all operations. It has high accuracy

press sensor and displays hardness data with kilograms.

 It tests tablet hardness continuity. The tablet is loaded and rotated manually until the

tablet is broke/shattered. Its data displays and locks automatically. The tester resets

automatically, tests the samples with loop.

 All components used are high quality.

 Calibration procedures are also included.

 It can be operated conveniently by using keys. Its measurement results are displayed by

LED.

 Reliable performance.

YD-2 Automatic Tablet Hardness Tester:

 YD-2 Automatic Tablet Hardness Tester uses a MPU to control all operations. It has a high

accuracy press sensor and displays hardness data in kilograms.

 It tests tablet hardness continuity. The most number to be tested is 100 pieces of tablets

and printed as a group. The tablet is loaded manually and with a press of a button, the test

is performed automatically. Because the diameter can be tested, it saves the time of

testing. Its data is displayed and locked automatically. The tester resets automatically and

tests the samples with loop.

 It can process data and print the hardness of each table, which includes the maximum

value, the minimum value, average value and the number of tablets.

 All components are selected of high quality brands.

 Calibration procedures are included.

 It can be operated conveniently by using keys. Its measurement results are displayed by

LED.

 Each unit is manufactured in conformance to the USP Specs & Codes to ensure superb

performance and reliability.

YD-3 Automatic Tablet Hardness Tester:

(Same features as YD-2 but without a printer)
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Technical Data YD-1
YD-2 Hardness Tester

w/Printer

YD-3 Hardness

Tester

Test Range 0.20 ~ 20Kgf 0 ~ 20 kgf (Optional Up to 50 kgf)

Test Accuracy +/-5% +/-0.05Kgf +/-0.05Kgf

Probe Testing Range 20 mm 40 mm

Test Period Manual(per Operator Skill) First Tablet 25sec.next 10 S/P

Max. Number in each

Group
- 100 P

Continuous Working Time > 24 hours > 24 hours

Power
110V 60Hz 10W or as

required
110V 60Hz 40W or as required

Dimension 320 x 180 x 110 mm 500 x 300 x160 mm 400x240x145 mm

Weight 5 kg 12 kg 9 kg

YD Series
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RC-8

RC-8D

RC-6/8

Dissolution Tester

RC-6/8 Series Dissolution Testers are the latest development and

production of our company, which is the requisite instrument in

detecting dissolution of tablets, capsule etc. The design and technical

specifications of these testers reached or surpassed the advanced

level of this kind of instrument in the world. All of our lab instruments

are designed and manufactured in according to USP Specifications.

RC-6

RC-6D
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Specifications RC-6 RC-8 RC-6D RC-8D

Number of vessels and

poles
6 vessels 6 poles 8 vessels 6 poles 6 vessels 6 poles 8 vessels 6 poles

Speed Range 20 ~ 200 RPM

Accuracy of Speed ±2 RPM

Temp. Range Ambient to +45 ℃

Temp. Stability +0.5℃

Auto. Time Range 0 ~ 999 min(Nine Time Points)

Continuous Work > 24 hours

Dimension 960×320×480 960×440×480 960×400×480 960×520×480

Weight 44kg 45kg 56kg 58kg

Power 110V, 60Hz, Single Phase, 1 kW or as required

Features:

 Dissolution tester used a MPU to automatically control the temperature, rotational speed,

and time. The parameters can also be preset at any time.

 It can be operated conveniently by using keys. Its measurement results are displayed by

LED. The preset and real time data can be displayed separately in time.

 The circular water current can heat the system, and the bath liquid can achieve an even

temperature.

 The head part of the instrument can be turned over smoothly and flexible, by manual or

automatic method.

 It can test by self and alarm automatically.

 Many points of time parameters can be timed. The beep sounds when ended and

automatically runs the next batch.

 All components are selected of high quality brands.

 High quality designed and ruggedly built

RC-6/8
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PJ-3 Tablet Four-Usage Tester It has four functions: detecting pharmic

dissolution, disintegration, friability/abrasion and hardness of tablet.

Appliance Standard:

 National standard( Chinese codex ) /2010

 Corporate standard (Dissolution tester) Q/12XQ0187-2010

 Corporate standard (Disintegration tester) Q/12XQ0188-2010

 Corporate standard(Tablet friability tester) Q/12XQ0189-2010

 Corporate standard (Tablet hardness tester )Q/12XQ0186-2010

PJ-3

PJ-3

Tablet Four-Usage Tester
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Specification PJ-3

Temperature range (ambient to +39.9℃)±0.3℃

Speed range ( 20—200)rpm ± 2rpm

Automatic time range ( 1—900)min ± 0.5min

Stations of dissolution 3

Paddle radial run-out ± 0.5mm

Basket radial run-out ± 1.0mm

Basket assemblies 2

Nacelle back and forth frequency (30—32)/min

Nacelle back and forth range (55 ± 2)/mm

Drum 1

Drum’s size radius 286 mm depth :39mm

Hardness range (2-200) N

Probe procession range (3-20)mm

Power 220V/50HZ/600W or 110V/60HZ/600W

Dimension (520 x 380 x 470) mm3

Weight 32KG

Features:

 Intellectualized, auto-control, auto-test, auto-diagnose, auto-alarm.

 The circular water current pumped by magnetism pump can heat the system equally, and

the bath liquid can achieve an even temperature.

 Temperature is high accurately auto-controlled.

 Auto stop at timing point.

 Parameters can be preset at any time, the preset and real data are displayed alternately in

time.

 It has three vessels and three poles arranged on one line. The head part of the instrument

can be artificially turned over smoothly and flexibly.

 Two disintegrations run synchronously. Auto stop at timing point.

 High accuracy is achieved in testing rotary speed and counting friability.

 The hardness has high accuracy press sensor and hardness data is displayed in Newton.

 It tests tablet hardness continuously. The tablet is loaded and pressed artificially.

 Auto-display, auto-memorize, auto-reset, auto-retest.

PJ-3
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SaintyCo also offer:

Softgel Manufacturing Line

Capsule Printer

Capsule Counting Line

Cartoning Systems

Blister Packing Solutions


